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Location 
The conference will take place in the M152 Auditorium located in the Andre Minkoff building 

the first building on the right when entering the campus.   

 

 
 

Directions 

 

By car: Coming from the north (Tel-Aviv) drive straight from the entrance to Bee-Sheva (Rager 

St.) right to Derech HaMeshahrerim and turn left on Haim Nachman Bialik St. Parking inside the 

campus. 

By Train: Exit at the central Beer-Sheva train station about 15 min walk to the college or take a 

taxi (about three-five min drive). 

 

ISCM-49 participants can park inside the college by showing this program at 

the gate 
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Identification of soft tissue material parameters using inverse finite element analysis 

Zohar Oddes, Dana Solav1 

1 Faculty of Mechanical Engineering, Technion-Israel Institute of Technology, Haifa, Israel 

danas@technion.ac.il 
 

 

ABSTRACT 
 

Mechanical simulation of soft tissues is required in various applications (e.g., computational 

mechanical design of medical devices, surgical simulations, haptics, and more). Reliable simulation 

requires representing the tissues with realistic constitutive laws and material parameters. Soft tissues 

exhibit nonlinear behavior and are commonly modeled using hyperelastic formulations. The large 

variability between tissue regions and different people typically necessitates subject-specific in-vivo 

characterization. Standard mechanical tests are typically too invasive to be considered in in-vivo 

settings. Alternatively, non-invasive indentation test is utilized, coupled with inverse finite-element 

analysis (iFEA), for identifying the material parameters. However, determining which measurements 

and optimization procedures must be conducted in order to identify a unique parameter set remains 

unclear. This work discusses some of the theoretical, computational, and experimental challenges 

involved in identifying material parameters using indentation and iFEA. For example, assigning realistic 

boundary conditions, accounting for subject movement artifacts, tackling the uniqueness problem, and 

more.  

Specifically, we study the parameters’ sensitivity to different measurements, including the 

indenter’s force and displacement (which are often the only measurements taken) and the full-field 

surface deformations (which can be measured using three-dimensional digital image correlation). Here, 

we use a simplified axisymmetric FE simulation, where the soft tissue material was modeled as nearly-

incompressible hyperelastic (e.g., Neo-Hookean, Mooney-Rivlin, Ogden, and more), and a rigid indenter 

was prescribed with displacement steps. The simulation was repeated for a wide range of parameter sets. 

The optimization objective function was defined as 𝐹𝑜𝑏𝑗 = 𝜂𝑉 + (1 − 𝜂)𝑊, 𝜂 ∈ [0,1], where 𝑉 and 𝑊 

represent the normalized relative errors of the indenter’s reaction force and the surface’s displacement 

field, respectively. The parameter space was explored in terms the objective function’s value and 

gradients, which determined the parameters’ identifiability. We found that the objective function’s 

sensitivity to each parameter changes significantly for different choices of 𝜂. The results indicate that 

even a set of only two hyperelastic parameters could not be reliably identified using only measurements 

of the indenter’s force-displacement curve. Adding surface deformation measurements improved the 

identifiability for some material models, but was insufficient for others. Accordingly, we discuss 

different considerations for formulating an appropriate objective function, and propose a multi-step 

optimization routine that makes use of this behavior to identify the material parameters more reliably. 
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Numerical Modelling of Spatial Porosity and Asymmetry Impact on Maternal Blood Flow and 

Oxygen Transport in the Placenta 

Tirosh Mekler1, Romina Plitman Mayo2, Gil Marom1 

1 School of Mechanical Engineering, The Fleischman Faculty of Engineering, Tel Aviv University, Tel Aviv, Israel 
2 Department of Biological Regulation, Weizmann Institute of Science, Rehovot, Israel 
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ABSTRACT 
 

The human placenta is a complex organ whose function is not fully understood because clinical studies 

are restricted by ethical constraints, limited imaging resolution, and availability of the organ. A 

computational fluid dynamics model of maternal hemodynamics and oxygenation patterns is proposed to 

better understand the complexity of placenta biomechanics. The objectives of this study are to find how 

morphological variations in the fetal villi density and in the number and locations of the decidual veins 

(DVs) affect the hemodynamics and oxygenation. A commonly used approach for numerically 

simulating the maternal blood flow inside the intervillous space is to model the flow that percolates 

through the villi branches as a porous medium. Unlike previous studies that assumed homogeneous 

porosity, the main structure of the villous tree was included in the current model, and the porosity was 

spatially distributed. The oxygen uptake inside the placenta was compared for different porosity values. 

Additionally, various morphologies with different asymmetries were examined, such as different 

locations and the number of DVs. The internal structure has a significant impact on the flow field and 

oxygen uptake, as demonstrated by a comparison of several cases with equal volumetric porosity but 

different spatial distributions of local porosity. The location of DVs and their asymmetric distribution 

also have a major effect on the oxygen distribution. Specifically, if there are two DVs close to each other 

or several DVs that contribute to the “short circuit” effect of the maternal blood. Computational 

modeling is proving to be a valuable tool for investigating the flow mechanics and mass transport in the 

human placenta. The oxygenation efficiency of the materno-placental circulation is undoubtedly affected 

by morphological changes.  
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A study of pre-heating stages in electron beam melting using numerical simulations 

Eran Landau1,3, Eitan Tiferet2,3, Yaron Ganor2,3, Dor Braun2, Gennady Ziskind1 

 

1 Ben Gurion University  of the Negev, Beer Sheva, Israel 
2 AM Center, Rotem Industries LTD, Israel  

3 Nuclear Research Center Negev (NRCN), Israel 

 

ABSTRACT 
 

Additive manufacturing by electron beam powder bed fusion (EBM) requires careful process thermal 

management. Particularly, unlike other powder bed fusion methods, significant pre-heating of the powder prior to 
melting is essential in order to ensure sufficient adhesion between the powder particles (through partial sintering 

and thermal expansion). This is required in order to avoid kinetic effects from a concentrated melting electron 

beam (AKA powder smoking). The pre-heating algorithm used in most EBM machines is material-specific with 
reliable results only for materials after rigorous testing procedures. Therefore, in order to allow reliable adaptation 

of new build materials in EBM, the pre-heating thermal management must be adequately studied and 

characterized. In this work, the thermal history of the pre-heated powder is studied using dedicated transient 
numerical simulations in finite elements. The first step in developing reliable pre-heating thermal simulations 

included a dedicated full-3D model of the ARCAM Q20+ machine build chamber, including all participating 

components (e.g. start-plate, heat shields, build stage, powder hoppers, etc.) in order to model the thermal 

boundary conditions. This model included a grey-body radiation cavity space, with several modified gap-
conductance contact interactions tailored to the given geometry, in addition to 3D conduction. A series of 

dedicated validation experiments were performed using spatially distributed thermocouple measurements over the 

start-plate and heat shields over long duration pre-heating, and a good agreement was obtained between the 
experimental and computed results [1]. In the next step, the boundary conditions were analyzed and implemented 

onto a unique multi-stage additive pre-heating simulation with time-scale resolution of adaptable size. The 

additive model uses progressive element volume activation to introduce new powder layers mimicking an actual 

rake spread as in an EBM machine. The electron beam energy deposition is modelled using adaptive scaling 
which adjusts to the required time-incrimination resolution. Since this sort of computation may become too 

expensive depending on the time-scaling level of the moving heat source (the pre-heating beam travels at ~40-

46m/s), the algorithm is adapted so the process may be solved in larger time-increments by scaling the energy 
deposition into several simultaneous line-blast energy sources. It is then possible to dictate in any certain portion 

of the transient, a reduction of the time-incrimination scale for short durations in order to assess some more local 

thermal phenomena where it is of interest. This approach enables generating a database of simulation results for 
different pre-heating cases (e.g. beam current, velocity and scan path) including 1st and 2nd pre-heating and post 

cooling or heating. These results can then be examined against complying pre-heating (only) experiments to 

assess the resulting "melt-safe" level of the pre-heated powder per material. 

 

[1] E.Landau, E. Tiferet, Y. Ganor, R. Ganeriwala, M.Matthews, D.Braun, M. Chonin and G. Ziskind."Thermal 

characterization of the build chamber in electron beam melting", Additive manufacturing, vol. 36, no. 

101535, 2020. 
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Modeling cracks in soft materials using the material-sink theory 

K.Y. Volokh, S. Abu-Qbeitah, M. Jabareen,  

Faculty of Civil and Environmental Engineering, Technion - Israel Institute of Technology, Haifa, Israel 

cvolokh@technion.ac.il 
 

 

 

ABSTRACT 
 

In the present talk, we report on the development of a finite element formulation for the material-

sink approach for modeling quasi-static crack propagation in hyperelastic solids. Rupture of molecular 

bonds leads to material disintegration and appearance of a crack. Though there are two crack surfaces, 

the bond breakage is not confined to them – it is diffused, and the loss of local bonds leads to the 

localized material (molecular) loss. The latter notion triggers consideration of mass density as a variable 

that numerically declines in the area where damage localizes into a crack. This physical notion requires 

mathematical consideration of mass balance as an additional and active law, which regularizes the 

computational model. Numerical examples of the fracture of aneurysm material demonstrate the high 

robustness of the proposed approach. 
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 FBGי מדידות "תובנות ממודל עיבור למסב עם פגם אשר עבר ולידציה ע

Insights from a strain model of faulty bearings validated by FBG 

measurements 
 1, יעקב בורטמן2, רנטה קליין1אוחנהרוית 

Ravit Ohana1, Renata Klein2, Jacob Bortman1 
 

1PHM Lab, Department of Mechanical Engineering, Ben-Gurion University of the Negev, P.O. Box 

653, Beer Sheva 8410501, Israel 

ravitoh@post.bgu.ac.il 

jacbort@bgu.ac.il 

 

2 R.K. Diagnostics, Gilon, P.O.B. 101, D.N. Misgav 20103, Israel 

renata.klein@rkdiagnostics.co.il 

Abstract 

Condition based maintenance (CBM) is the preferred approach in rotating machinery and aim to replace 

the commonly used approach of maintenance based on service time. To achieve an effective CBM, 

different types of sensors should be placed in the system for condition monitoring to detect the location 

of the fault and its severity. In this research, a Fiber Bragg Grating (FBG) has been used for condition 

monitoring on spalls in deep grove ball bearings. The usage of FBG sensors is relatively new for health 

monitoring systems of rotating machinery. Therefore, there is not enough understanding of the strain 

signature measured by the FBG. To examine the phenomena in the strain signals, a physics-based model 

of the strain signature has been developed. In this model, two complementary models were integrated, a 

finite element (FE) model and a dynamic model . The strain model describes the interaction between the 

rolling elements (REs) and the bearing housing and simulate the strain behavior measured on the bearing 

housing. The simulation results are validated with strain signals measured by the FBG sensor at different 

stages of an endurance test. The model allows simulation of a wide range of spall lengths and describes 

the behavior of the strain signals for different levels of misalignment. The insights from the model 

enabled the development of an algorithm that assess the severity of the defect during bearing operation. 
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Modelling ductile failure initiation and damage propagation in metallic materials 

under general loading conditions   

N. Rom
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1
 ,E. Priel

2,3
 

1 Department of Mechanical Engineering, Ben-Gurion University of the Negev, Beer-Sheva, 84190, Israel. 
2 Center of Thermo-Mechanics and Failure of Materials, Shamoon College of Engineering, Beer-Sheva, 84100, 

Israel. 
3 Nuclear Research Center Negev, Beer-Sheva, 84190, Israel. 

romni@post.bgu.ac.il 

In order to properly characterize failure limits for metallic materials, the scientific community has 

developed numerous failure criteria. These criteria can in general be classified into two different 

categories: criteria that differentiate between damage initiation and damage evolution, and criteria that 

describe the whole failure process. Currently, there is no agreement in the scientific community 

regarding the most accurate criterion when it comes to predicting damage initiation and/or evaluation in 

metallic materials. Many of the ductile failure criteria incorporate some plastic strain measure as a 

governing parameter for failure initiation. Nevertheless, to the best of the authors’ knowledge, a study, 

dedicated to investigating the accuracy of different criteria on the specific ductility of the material has 

not been conducted. It could be that a certain criteria are valid only for limited values of ductility.  

In this study, experimental and computational analyses were conducted in order to investigate the 

influence of the materials ductility on the failure prediction capabilities of different failure criteria based 

on the Continuum Damage Mechanics (CDM) approach. Compression experiments of different 

specimen geometries were conducted on two different types of metals, with varying ductility levels – 

Al7075-T651 and Al2024-T351. The displacement and strain fields were measured using Digital Image 

Correlation (DIC). Each specimen geometry resulted in a unique triaxiality-plastic strain relation up to 

initial failure. Finite element models of the experiments were developed and validated against the DIC 

measurements. The computations were used to compute the different parameters required in order to 

determine failure initiation and evolution for the various criteria examined (stress, strain and energy 

density based criteria). The computational-experimental methodology reported in [1] and based on [2] 

was used to determine a damage initiation failure curve for each metal. Furthermore, an energy based 

damage evolution criterion was implemented in order to capture the propagation of the initial cracks for 

the compression specimens. Finally, three-point bending experiments on bars with complex geometries 

were conducted in order to test the different criteria against data which was not used in the parameter 

identification process.  

References 
[1]  P. Martins and et al, “Characterization of fracture loci in metal forming,” Int. J. Mech. Sci, no. 83, pp. 112-

123, 2014.  

[2]  C. Silva and et al, “Failure by fracture in bulk metal forming,” J. Mat. Proc. Tech 215, pp. 287-298, 2015. 
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Optimization based seismic retrofitting of frame structures with negative stiffness devices and 

fluid viscous dampers 

ם שדרוג סיסמי מבוסס אופטימיזציה של מבני מסגרות באמצעות אלמנטי קשיחות שלילית ומרסנים ויסקוזיי     

Ohad Idels1, Oren Lavan1 
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ABSTRACT 
 

In the past few decades, the performance-based design (PBD) philosophy became more popular. 

This, among other reasons, motivates the seismic retrofitting of existing structures. When seismic 

retrofitting is sought, its design is usually done with the goal of obtaining a better performance level and 

reducing the expected damage and economic losses 

This work presents, a gradient-based optimization approach for the seismic retrofitting of 

inelastic moment resisting frames (MRFs) equipped with nonlinear fluid viscous dampers (FVDs) and 

negative stiffness devices (NSDs). The goal of the optimization is to minimize a cost-related objective 

function that accounts for the initial cost of the supplemental FVDs and NSDs. The mechanical 

properties and the topological layout of both the FVDs and NSDs are considered as design variables and 

simultaneously optimized during the optimization process. A loss estimation analysis is utilized as a 

performance constraint, where the PEER framework is adopted. The structural response is evaluated 

using a nonlinear time history analysis (NTHA), which accounts for the nonlinear behavior of the MRF 

elements, FVDs, and NSDs. The optimization problem is formulated using differentiable functions only, 

making it suitable for an efficient gradient-based optimization solution scheme. The gradients are 

efficiently derived using the adjoint sensitivity analysis approach.  
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